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With this AIRAC AIP SUP instrument flight procedure LDRI ILS or LOC RWY14 (LDRI AD 2.24.12. IAC ILS or LOC RWY14,
WEF 20 APR 2023) is temporary suspended. While this AIRAC AIP SUP is in force LDRI ILS or LOC RWY14 is temporarily
replaced by LDRI ILS y or LOC y RWY14 that is attached to this AIRAC AIP SUP.

With this AIRAC AIP SUP the trial LDRI ILS z or LOC z RWY14 (LDRI AD 2.24.12. ILS z or LOC z RWY14) instrument flight
procedure is available for testing purposes only at RIJEKA/Krk I. Airport.

The instrument flight procedure LDRI ILS z or LOC z RWY14 is available and shall be used for flight validation purposes only,
by the Croatia Control Ltd. contracting operator only and according to RIJEKA ATC clearance only.

Trial LDRI ILS z or LOC z RWY14 (RNP APCH TRANSITION TO ILS OR LOC) instrumental flight procedure is based on
GNSS initial approach segments until IF (intermediate fix). After IF, conventional approach segments (intermediate and final
approach segments) are applied and are based on ILS system supported with DME NAVAID, while the instrument missed
approach segment is PBN and is based on GNSS.

The AIP SUP instrument flight procedures are based on existing ICAO criteria prescribed by ICAO Doc 8168 OPS/611 Vol II
(ICAO PANS OPS Vol II).

Integral parts of this AIRAC AIP SUP are: 

• LDRI ILS z or LOC z RWY14 (RNP APCH TRANSITION TO ILS OR LOC) - ICAO IAC chart, PBN coding tables, ADR
table, waypoint list.

• LDRI ILS y or LOC y RWY14 – ICAO IAC chart, ADR table.

Record entry of AIRAC AIP SUP 004/2023 in GEN 0.3

REF AIP: LDRI AD 2
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Fix identification Coordinates
True bearing or ARC distance 

providing track
True bearing or distance  providing 

intersection

IF (RI409)
 45 22 34.4N
014 24 15.3E

- -

FAF LOC only
 45 20 05.9N
014 26 50.7E

143.68° (IKR LOC)   8.36 DME RJK

SDF LOC only
 45 17 17.9N
014 29 46.2E

143.68° (IKR LOC)   4.88 DME RJK

MAPt LOC only (MM 14)
  45 14 03.80N
014 33 08.47E

143.68° (IKR LOC)   0.87 DME RJK

ILS z or LOC z RWY 14

 LOC only - final approach descent angle: 2.99°

AERONAUTICAL DATABASE REQUIREMENTS

Conventional procedure essential fixes/points

Course  

°M  
(°T)

067°

(071.1° T)

067°

(071.2° T)

135°

(138.8° T)

105°

(109.2° T)

105°

(109.2° T)

135°

(138.8° T)

317°

(321.0° T)

227°

(231.0 T)

135°

(138.8° T)

3.8

4°E 5.3 -

- +6300

+4500 -185

4.1

RI409 - +3400040 IF TF

010 IAF IF GIRDA - - 4°E - -

3.8 L +3400 - - -040 IF TF RI409 - 4°E

3.4 L +4500 - - -

-

030 - TF BRZ - 4°E

020 - TF RI410 - 4°E

- - +8000

8.4 +5500 -185 - -

-210 - -- - 4°E010 IAF IF IRDAX

020 - TF RI408 - 4°E

030 - TF BRZ -

4°E

010 IAF IF SORDO -

- +6000020 - TF RI401 - 4°E 3.1

- 4°E - - +7000

ILS z or LOC z RWY14
Proposed tabular description for navigation database coding - APPROACH TRANSITION

Serial 
Number

Fix
Path 

descriptor
 Waypoint 

name
Flyover

Magnetic 
Variation

Distance 
(NM)

Turn 
direction

Altitude 
(ft)

Speed    
(kt)

VPA/TCH  
(°/ft)

Remarks
NAV 

SPEC

RNP 
APCH

-
IAF on ATC 
autorization 

only

RNP 
APCH

- -

IAF on ATC 
autorization 

only

-

- -

- - -

- - -

-

-210

-

--

040

-185-030

+8000 -190 -

RNP 
APCH

4°E-RI409TFIF 3.8 - +3400

TF BRZ - 4°E 4.6 - +4500

-

Course  

°M  
(°T)
140°

(143.7° T)

229°

(232.7° T)

320°

(323.7° T)

032°

(035.6° T)

289°

(293.5° T)

-

040 MAHF TF IRDAX -

-030 - TF RI407 -

Holding above 
8000ft on ATC 
clearance only

RNAV 1

Proposed tabular description for navigation database coding - FINAL TRANSITION (MISSED APPROACH)

4°E 1MIN R 8000 -210 -

8000 -210 - -

050 MAHF HM IRDAX -

-

NAV 
SPEC

Magnetic 
Variation

Distance 
(NM)

Turn 
direction

Altitude 
(ft)

Speed    
(kt)

VPA/TCH  
(°/ft)

RNP 
APCH

4°E - -

4°E 7.0 R

4°E 11.0 -

4°E 15.5 R +6000

Remarks
 Waypoint 

name
Flyover

ILS z or LOC z RWY14

--

-185

-

-

Serial 
Number

Fix
Path 

descriptor

RI406 -

RI405 -010 - IF

020 - TF -

-



Inbound 
course

Leg time/  
distance

Minimum 
altitude

Maximum 
altitude

Speed limit 

°M (°T)  NM FT FT MAX IAS (kt)

289° 1MIN / 

(293.5° T) -
210 4°E  - RNAV 1IRDAX HM R 8000 -

RNAV HOLDING tabular description

Waypoint 
name

Path Term-
inator

Turn 
direction

Magnetic 
Variation

Remarks NAV SPEC



OVA STRANICA JE NAMJERNO OSTAVLJENA PRAZNA
THIS PAGE INTENTIONALLY LEFT BLANK

© Hrvatska kontrola zračne plovidbe d.o.o.
© Croatia Control Ltd.

AIRAC AIP SUP 004/2023





Fix identification Coordinates
True bearing or ARC distance 

providing track
True bearing or distance  

providing intersection

IAF (BRZ NDB)
  452525.14N 
0142043.44E

- -

IF
  452536.5N
0142104.4E

143.68° (IKR LOC) 15.21 DME RJK

FAF LOC only
   452105.4N
0142548.5E

143.68° (IKR LOC)   9.59 DME RJK

SDF LOC only
  451717.9N
0142946.2E

143.68° (IKR LOC)   4.88 DME RJK

MAPt LOC only (MM 14)
  451403.80N
0143308.47E

143.68° (IKR LOC)   0.87 DME RJK

AERONAUTICAL DATABASE REQUIREMENTS

Conventional procedure essential fixes/points

ILS y or LOC y RWY 14

     LOC only - final approach descent angle: 3.0°




